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Introduction
Gold-cyanide compounds represent the gold-containing
chemicals most widely used in mining and electroplating
industries. Despite many efforts focused on the substitution
of cyanide salts by less toxic compounds, no successful
alternatives have been found. The unique complexing
capabilities of cyanide ions in aqueous solutions make these
compounds the best choice for the heap leaching process in
the gold mining sites or for gold plating applications (1).
Wastewater effluents of these processes show significant
concentrations of gold-cyanide complexes (2) that, due to its
high stability, are very difficult to remove using the
conventional oxidation technologies for cyanide degradation
(3). Recovery of the gold present in the spent plating bath
solutions, a desirable process from an economical
standpoint, is currently carried out mainly by electrolysis and
ion exchange processes. 
Some research groups (4-8) have shown the viability of the
photochemical deposition and recovery of metallic gold from
aqueous solutions of chloride species like AuCl3 and AuCl4- in
the presence of titania. These species are considered easy to
reduce, due to their reduction potential of E0 = +1.0 V NHE
(NHE, normal hydrogen electrode), whereas the value of the
reduction potential in oxygenated systems for Au(CN)2- is E0 =
-0.6 V NHE. However, to the best of our knowledge, there are
no references in the literature about the TiO2-assisted
photocatalytic decomposition of gold-cyanide complexes.
Serpone et al. (6) reported the only work in which gold 
was deposited from air-equilibrated solutions prepared 
by mixture of NaCN and AuCl3·3H2O. No trials for
characterization of the gold-cyanide complexes that could
be formed in the system were done. The goal of their work
was to investigate the disposal of free CN- by oxidation with
peroxides prior to irradiation of the solutions in the presence
of TiO2. The fast oxidation of free cyanides avoided the
formation of gold-cyanide complexes thus allowing Au(III)
reduction on irradiated TiO2.
On the other hand, the photocatalytic processes have
shown a high efficiency for the oxidation of free cyanides
(9,10), iron cyanocomplexes (11,12) and copper
cyanocomplexes (13).
In this work, a new procedure for gold recovery from
solutions containing gold-cyanide complexes by using TiO2-
based semiconductor materials is reported. The
photocatalytic treatment performed in the absence of
oxygen leads to the reduction of gold to the metallic state
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Abstract
A new procedure is presented for the photocatalytic
treatment of the highly stable gold-cyanide
complexes remaining in spent plating bath solutions.
The process allows the recovery of gold by
photocatalytic reduction, increasing simultaneously
the availability of cyanide for removal treatment. Gold
recovery requires a non-oxidant atmosphere and the
presence of hydroxyl radical scavengers. The use of
mixed TiO2/SiO2 photocatalysts leads to an
improvement in the gold recovery rate.
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Fundamentals of the photocatalytic
recovery of gold
Figure 1 shows the fundamentals of the heterogeneous
photocatalytic process (15) applied to the recovery of gold
from cyanocomplexes in solution. When a semiconductor is
illuminated with radiation whose energy is equal or higher
than the bandgap of the material, electrons (e-) are
promoted to the conduction band, generating oxidant
electron vacancies, so-called holes (h+) in the valence band.
These charge carriers can diffuse through the particle and
reach the surface of the semiconductor particle. However,
the lifetime of these species is really small since most of them
usually recombine either in the bulk or at the particle surface
releasing useless energy as heat. The photocatalytic reaction
takes place when the charge carriers are transferred to
chemical species adsorbed on the semiconductor.
The procedure described in this work for the
photocatalytic recovery of gold from gold-cyanide
complexes is based on their reduction by the
photogenerated electrons. As a result, the deposition of
metallic gold on the titania surface and the release from the
complex of free cyanide ions take place. Simultaneously, in
order to minimize the extension of the recombination
processes in the semiconductor, an additional compound
must be oxidized by the holes generated in the valence
band. Such oxidation is usually mediated by the primary
formation of hydroxyl radicals that are well-known strong
oxidants (16). The optimal approach of the whole process for
gold cyanocomplexes treatment would be that free cyanides
accomplish the role of hydroxyl radical scavengers. In these
conditions the simultaneous gold recovery and cyanide
oxidation would be achieved. However, both processes can
be inhibited by the presence in solution of other compounds
that can compete for the charge carriers trapping.
The efficiency of a photochemical process is characterized
by the quantum yield that represents the ratio between the
moles of the target species converted per mole of photons
absorbed by the system (17). Consequently, this parameter
quantifies the relative extension of the successful charge
carriers transfer and the recombination processes. 
The use of the quantum yield in heterogeneous systems is
not easy since it requires a precise measurement of the
photons absorbed by the scattering medium. This problem
can be overcome by referring the observed reaction rate to
the incident flow of photons that enters into the system. This
parameter is called photonic efficiency (17) and allows the
comparison of different photocatalysts taking into account
the losses of radiation scattered outside the system.
Finally, the assessment of the economics of the process
needs an additional parameter: the energetic efficiency. It
relates the conversion of the target compound to the
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Figure 1





































































Textural properties and TiO2 crystal sizes of the catalysts
Pore  TiO2 crystalline phases (XRD)
BET surface volume Anatase Rutile
Catalyst (m2 g-1) (cm3 g-1) (%) Size (nm) (%) Size (nm)
Degussa P25 52.0 - 80 31.0 20 54.0
60%TiO2/GrSiO2 179 0.67 100 12.2 - -
electrical energy required by the system (17), including the
yield of the lamp generating the radiation and some
additional aspects related to the reactor engineering. 
Catalysts  
Titanium dioxide is the semiconductor material most widely
used in photocatalytic processes, due to its high stability
against photocorrosion, adequate bandgap energy, null
toxicity and low price. Among the materials commercially
available, Degussa P25 is usually considered as the most
active photocatalyst, and it has been proposed as standard
for the comparison of the activity of different materials
(17,18). It consists of non-porous particles in the range of 30-
55 nanometers, with a B.E.T. specific surface area close to 50
m2 g-1. When this material is dispersed in water, bigger
agglomerates of 0.3-0.9 micrometers are formed (19). 
Unfortunately, for applications in aqueous phase such a
small particle size means high filtration costs to remove the
catalyst once the reaction is finished. These problems have
motivated the development of supported photocatalysts in
which TiO2 has been immobilized on diverse materials
(20,21). In addition to some other important properties, a
suitable support must be chemically inert, transparent to the
UV radiation and with a high specific surface area. Probably
this is the reason why most of the work on immobilized
photocatalysts has been focused to the use of siliceous
materials as supports (20). 
The TiO2/SiO2 photocatalyst used in this work was
prepared by a sol-gel method, through the hydrolysis and
condensation of titanium tetraisopropoxide inside the porous
structure of a commercial silica support (Grace Sylopol 2104
SiO2). The titania content of this catalyst was 60wt% and it
will be referred to as 60%TiO2/GrSiO2. X-ray diffraction
patterns of the solid showed that anatase was the only
crystalline phase. Table 1 summarises the main textural
properties and titanium dioxide crystal sizes of both Degussa
P25 TiO2 and the titania-silica photocatalyst. More details
about the synthesis and characterization of these materials
can be found elsewhere (22,23).
Photocatalytic reactions
Experimental runs were carried out in a 1 litre Pyrex reactor
with a 150 W medium pressure mercury lamp (Heraeus TQ-
150) placed inside and provided with a cooling tube. Figure
2 schematizes the experimental setup. An aqueous copper
sulphate solution maintained at 25°C was circulated through
the cooling tube to prevent overheating of the lamp and the
solution and to avoid photolytic processes. The incident
volumetric photon flow was 1.37·10-5 Einstein l-1 s-1,
determined by potassium ferrioxalate actinometry according
to the method of Hatchard and Parker (24). 
Photocatalytic reactions were carried out at 25°C, with
initial pH of 11.5 (adjusted with a sodium hydroxide solution)
and catalyst concentration of 0.5 g TiO2 l-1. The catalyst was
suspended in the solution by magnetic stirring. Depending
on the conditions required for the reaction, either synthetic
air or helium was bubbled through the suspension 30
minutes before starting the irradiation and throughout the
reaction to ensure gas-equilibrated solutions. The lamp was
switched on outside the reactor for 30 minutes before
starting the irradiation of the solution in order to stabilize the
emission spectrum and power. 
In order to follow the evolution of the reaction, samples
were taken through an opening in the upper part of the
reactor vessel. Prior to the analysis, the catalyst was removed
from the samples by using a nylon syringe filter of 0.22 μm.
Free cyanide concentrations were determined by a
standard spectrophotometric method based on the blue-red 
colour development (absorption maximum at 575 nm) upon
addition of a pyridine-barbituric reagent (25). A Merck
Spectroquant VEGA 400 spectrophotometer was used for
the absorption measurements. Analysis of cyanide oxidation
products (mainly cyanate and nitrate species) was carried 
out using a Metrohm ion chromatograph in an aqueous
solution of NaHCO3 (2 μM) and Na2CO3 (1.3 μM) as eluent.
The concentrations of soluble metallic species, mainly gold but
also other different elements present in the spent platting
baths, were determined by inductively coupled plasma atomic
emission spectroscopy (ICP-AES) in a Varian Vista AX instrument.
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Figure 2












Recovery of gold from pure
dicyanoaurate(I) solutions using Degussa
P25 TiO2
Initially, experiments of photodegradation of pure Au(CN)2-
solutions were carried out in order to investigate the kinetics
and mechanism of the process prior to the study of solutions
with more complex composition, such as real wastewater
from plating facilities. Irradiation of the dicyanoaurate
solutions without catalyst evidenced the absence of
photolytic processes. On the other hand, no decrease of the
dicyanoaurate concentration in solution by adsorption was
observed after stirring a suspension of the complex and the
catalyst after one hour in the dark.
Irradiation of Au(CN)2- solutions in the presence of
Degussa P25 TiO2 were carried out to check the feasibility of
the photocatalytic dicyanoaurate complex degradation. The
first series of experiments were performed in the presence of
oxygen, but the results obtained showed no degradation of
the gold complex. Some research groups have previously
reported that the addition of organic compounds that act as
hydroxyl radical scavengers could increase the
photoreduction rate of metal species (26). However, this was
not the case, since no degradation of the gold-cyanide
complexes was observed even upon addition of methanol
(30 mM) as hydroxyl radical scavenger. These results are in
agreement with the high stability of the gold-cyanide
complexes observed by Serpone et al. (6). 
Taking into account that molecular oxygen is a very good
electron scavenger, lack of photocatalytic degradation of the
dicyanoaurate in the presence of oxygen can be explained in
terms of a competition between O2 and Au(CN)2- for
conduction band electrons of the semiconductor. The more
favourable reduction potential of molecular oxygen inhibits
the reduction of Au(I). On the other hand, the added
methanol competes with CN- ions for valence band holes
(figure 3), avoiding OCN- formation. In fact, when methanol
and oxygen are simultaneously present in solution, the
photoxidation of methanol to formaldehyde with oxygen is
the only global reaction that takes place, and the gold
cyanide complexes behave as inert compounds in solution.
Irradiation after helium bubbling caused no gold complex
degradation, but successful gold deposition was obtained
after methanol addition that promoted decomposition of the
complex and release of free cyanide ions to the medium.
Figure 4 shows the dicyanoaurate-(I) degradation profile
observed in the photocatalytic treatment of a 75.8 mgAu l-1
solution using Degussa P25 TiO2, in absence of oxygen but
with 30mM methanol added as hydroxyl radical scavenger. It
is worth noting the increased availability of free cyanide
released from the complex and the fact that it is not oxidized
to cyanate in such conditions. 
Figure 4 shows that gold deposition takes places after an
initial delay. As no other electron acceptor is present except
dicyanoaurate, this fact could be explained by the presence
of oxygen traces that remained adsorbed on the TiO2 surface
and whose reduction takes place prior to the reduction of
dicyanoaurate ions. Another possible explanation is that once
the deposition of metallic gold over the semiconductor
surface starts, the charge transfer is improved due to the
enhanced separation of the photogenerated electron-hole
pairs induced by the presence of gold clusters on the
semiconductor surface (27). A progressive increase of the
reaction rate is observed up to a maximum value reached
after 90 minutes, as it is shown in Figure 4. This maximum
reduction rate (rAumax) will be the parameter used afterwards
for the comparison of photocatalytic activities shown by bare
TiO2 and TiO2/SiO2. 
It is also worth noting that cyanide could be the hydroxyl
radical scavenger required for the gold reduction in oxygen
free solutions. However, as the release of cyanide from
Au(CN)2- is coupled to the previous reduction of gold
complexes, activation of the reaction requires additional hole
scavengers such as methanol. In this case, taking into
account that no cyanate formation was detected in any
experiment, it must be assumed that the oxidation of
released cyanide ions to cyanate species cannot be achieved
in the system, despite the high activity previously shown by
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Figure 3
Possible reactions in the photocatalytic degradation of dicyanoaurate(I)

































Photocatalytic gold deposition from dicyanoaurate-(I) with Degussa P25
TiO2




































TiO2 and TiO2/SiO2 for free cyanide photoxidation (23). The
main reason is the presence of methanol, a more effective
hydroxyl radical scavenger as compared with CN-, thus
avoiding the reaction of OH· with free cyanide anions.
Nevertheless, it is important to point out that the
decomposition of the metal complex is essential for further
cyanide treatment because free CN- ions are readily available
for a subsequent oxidation stage. 
Consequently, the treatment of dicyanoaurate containing
effluents must be carried out in two consecutive steps. In the
first step the degradation of the metal complex must 
be performed in a non-oxidant atmosphere for gold
deposition on TiO2 and the subsequent cyanide ions release
to the solution. In the second step, oxidant conditions would
be required in order to reach the conversion of free cyanide
to cyanate.
Recovery of gold from spent plating
baths using Degussa P25 TiO2
In order to evaluate the treatment of real industrial effluents,
the photocatalytic degradation of two different spent plating
baths was tested, whose composition is summarized in table
2. Both solutions show low concentration of free cyanide, as
expected for their pH value (7.4 and 4.8 for bath 1 and 2,
respectively), and high organic content, especially in bath 2.
This fact is related to the use of additives such as brightening
and complexing agents whose formulation belongs to the
know-how of the company. But the most important feature
to be mentioned is the extremely high concentration of
copper in bath 2, suggesting that it was probably a mixed
copper-gold plating solution. Finally, it is worth mentioning
the presence of other heavy metals in solution, mainly nickel,
zinc and iron.
The photocatalytic treatment of both effluents was
carried out with and without methanol addition. The results
obtained in both cases were very similar, suggesting that the
organic matter initially present in the bath behaved as a
proper hydroxyl radical scavenger as methanol does. Figure 5
shows the results obtained in the photodegradation of bath
1 (dilution 1:5) with Degussa P25 TiO2, where total recovery
of gold could be achieved. It is worth noting the four hours
delay observed before the beginning of the reduction
process, much longer than in the case of the pure
dicyanoaurate solutions, suggesting the existence of a
reduction process more favourable than the decomposition
of Au(CN)2-. Analysis of the aqueous solutions by ICP-AES
showed no variation in the concentration of nickel, zinc, iron
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Table 2
Composition of the spent plating bath solutions
Concentration (mg l-1)
Component Bath 1 Bath 2
Free cyanide 16 0.5







Photocatalytic gold deposition from bath 1 (dilution 1:5) with Degussa
P25 TiO2





























Photocatalytic gold deposition from bath 2 (dilution 1:6) with Degussa
P25 TiO2



































Photocatalytic gold deposition from bath 2 (dilution 1:30) with Degussa
P25 TiO2




























and copper in the solution. Additionally, analysis of the solids
showed no metals other than gold deposited on the
semiconductor. 
Concerning bath 2, figure 6 shows the results obtained in
the photocatalytic treatment with Degussa P25. The initial
delay is very similar to that obtained with pure dicyanoaurate
solutions, which indicates that the delay observed in figure 5
is related to the specific composition of bath 1. 
As bath 2 presents a higher concentration in gold, an
additional experiment was carried out starting from
approximately 1 g l-1 of gold solution. The results displayed 
in figure 7 show the existence of two different rates 
of deposition. In the first step, a deposition rate of 0.542
mgAu min-1 is observed, essentially identical to that calculated
from figure 6. However, in this case, the recovery rate reaches
a value close to 2 mgAu min-1 at higher reaction time.
Consequently, the gold recovery rate is very dependent on
the gold content and the specific composition of the bath.
Final fate of gold
In comparison with the white colour of the TiO2 catalyst, the
solids recovered after the reaction showed an intense violet
colour as it can be seen in figure 8 a) and b).
Analysis by ICP-AES of the solid recovered after the
reaction showed that gold is the only metal deposited on the
semiconductor. Determination of gold content confirmed
the mass balance between gold deposition on the catalyst
and cyanide disposal to the solution. A transmission electron
micrograph of the solid is presented in figure 9. The
microanalysis of the dark crystals with higher size than those
of TiO2 showed that they are constituted by metallic gold.
Finally, the X-ray diffraction pattern, depicted in figure 10,
shows that in addition to the signals corresponding to the
titanium dioxide crystalline phases, only metallic gold is
detected.
Gold separation from the spent catalyst can be easily
carried out by two different ways. Chemical attack with aqua
regia produces the selective dissolution of gold as
tetrachloroauric acid whereas the catalyst remains as a solid
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Figure 8
Photographs of the catalyst Degussa P25 (a), solid recovered after the





TEM micrograph of the solids recovered after reaction with Degussa
P25 TiO2
Figure 10
X-ray diffraction pattern of the solid recovered after the reaction with
Degussa P25 TiO2

















Solids recovered after reaction
phase. On the other hand chemical attack with hydrofluoric
acid leads to the selective dissolution of the catalyst while
gold remains as a brown powder (see figure 8, c) ready to be
refined, if it is necessary. Obviously the first separation
method allows the catalyst to be reused.
Recovery of gold using the TiO2/SiO2
photocatalyst
Similarly to the results obtained with bare TiO2, preliminary
experiments of photodegradation of pure dicyanoaurate
solutions with the TiO2/SiO2 photocatalyst showed that gold
reduction only takes place if the gold complex is the only
electron acceptor and a hydroxyl radical scavenger is added.
Figure 11 displays the results obtained for the photocatalytic
degradation of a pure Ag(CN)2- solution and the spent plating
bath number 1 with the catalyst 60%TiO2/GrSiO2. In both
cases, the results are analogous to those obtained with
Degussa P25 TiO2.
Tables 3 and 4 show respectively the values of the gold
deposition rates and the photonic efficiencies (), calculated
as the ratio between the maximum gold reduction rate and
the volumetric photon flow incident to the photoreactor.
From the rAumax values, the TiO2/SiO2 catalyst shows a
degradation rate even higher than that obtained with the
commercial TiO2 Degussa P25. Taking into account the
higher activity shown by the P25 TiO2 for free cyanide
photoxidation (23) these results suggest that in this case the
silica surface improves the gold photoreduction due to
adsorption phenomena and/or because of the higher specific
surface area for gold deposition. 
The values obtained for the photonic efficiencies are lower
than those reported for other photocatalytic processes,
typically over 10-2 mol Einstein-1. In this case it can be
considered as a minor drawback due to the recovery of such
a valuable gold metal product. Anyway, improvements in the
photonic efficiencies of the systems must be considered in
order to increase the yield of the process.
Conclusions
A new photocatalytic procedure has been developed for the
recovery of gold from cyanide complexes commonly
occurring in electroplating works. It is worth mentioning that
the use of titania-silica photocatalysts improved the gold
deposition rate as compared with the treatment with bare
TiO2. In addition to that, an increase in the availability of
cyanide for the subsequent oxidation treatment is achieved
due to the release of free cyanide ions from the stable metal
cyanocomplexes.
Nevertheless, the reported results show that the
performance of this procedure could be very dependent on
the specific and complex composition of the electrolytic
bath. Consequently, further investigation must be carried out
in order to evaluate the feasibility of this process for the
recovery of gold from these effluents. 
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Figure 11
Photocatalytic gold deposition from pure dicyanoaurate (a) and from
the bath 1 (b) using the catalyst 60%TiO2/GrSiO2



































































Gold deposition rates and photonic efficiencies in the photocatalytic
treatment of pure dicyanoaurate-(I) solutions
Catalyst -rAumax (mg Au l-1 min-1)  (mol Au Einstein-1)
Degussa P25 0.336 3.83·10-3
60%TiO2/GrSiO2 0.456 5.16·10-3
Table 4
Gold deposition rates and photonic efficiencies in the photocatalytic
treatment of the spent plating bath solution number 1
Catalyst -rAumax (mg Au l-1 min-1)  (mol Au Einstein-1)
Degussa P25 0.297 3.35·10-3
60%TiO2/GrSiO2 0.373 4.22·10-3
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